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11. 
DeŶuŵirea iŶveŶţiei, 
îŶ liŵďa roŵâŶă 
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DeŶuŵirea iŶveŶţiei, 
îŶ eŶgleză 
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LuĐrare ďrevetată sau 

în curs de brevetare 
În curs de brevetare 

SĐurtă prezeŶtare, îŶ 
liŵďa roŵâŶă 

Modulul optoeleĐtroŶiĐ peŶtru deteĐtarea gazelor ĐoŶstă diŶ diodă laser Đu eŵisie 
vertiĐală (VCSELͿ, fotodiodă de ĐoŶtrol a fluxului optiĐ eŵis, uŶ eleŵeŶt Peltier, 
termorezistor – toate integrate într-un cip. Camera de gaze are un sistem de oglinzi 

paralele. Fluxul optiĐ Đe se refleĐtă ŵultiplu îŶ sisteŵul de ogliŶzi este îŶregistrat de uŶ 
fotodeteĐtor. SĐhiŵďâŶd uŶghiul fluxului optiĐ refleĐtat ŵăriŵ druŵul parĐurs de fluxul 
optic în mediu cu gaze, sporind cuantumul energiei absorbite de gaze. 

SĐurtă prezeŶtare, îŶ 
liŵďa eŶgleză 

Optical gas detection module consists of vertical emitting laser diode (VCSEL), optical 

flux control photodiode, a thermoelectric cooler, thermo-resistor - all integrated in one 

chip. The gas chamber consists of a parallel mirrors system. Optical beam is multiply 

reflected in the mirror system after it is recorded by a photo-detector. Optical path of 

beam in the gas medium is changed by the rotation of mirrors that reflect the optical 

beam, increasing the absorbed energy by the gas. 

Domeniul / domeniile 

de aplicabilitate 
Micro-optoeleĐtroŶiĐă, proteĐția ŵediului aŵďiaŶt 

 
12. 
DeŶuŵirea iŶveŶţiei, 
îŶ liŵďa roŵâŶă 
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DeŶuŵirea iŶveŶţiei, 
îŶ eŶgleză 
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SĐurtă prezeŶtare, îŶ 
liŵďa roŵâŶă 

Spre deoseďire de uŶ dispozitiv ĐoŶveŶţioŶal, sisteŵul propus este ďazat pe tehŶologii  
ŵaĐhiŶe visioŶ şi asigură ŵoŶitorizarea video a tragerii ŵiĐrofirelor Đu sĐopul optiŵizării 
proĐesului tehŶologiĐ. Modelul de ĐoŶduĐere elaďorat oferă uŶ ŵeĐaŶisŵ de estiŵare 
on-liŶe a geoŵetriei Đapilarului şi preziĐere a evoluţiei proĐesului de faďriĐare a 
microfirelor. 

SĐurtă prezeŶtare, îŶ 
liŵďa eŶgleză 

Unlike a conventional casting plant, the proposed system is based on the technologies of 

machine vision and assures video monitoring of microwires’ casting for the optimization 
of technological process.  The realised control model offers a mechanism to estimate on-

line the geometry of the metal-filled capillary and predict the evolution of the process of 

microwire casting. 

Domeniul / domeniile 

de aplicabilitate 
ÎŶ iŶstalaţii de tragere a firelor 
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